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PAINE 1-35
NE NW NE Sec 35 T17N ROW
OSCEOLA COUNTY, M

CURRENT WELLBORE DIAGRAM

UPDATED APRIL 2014 BY JLT
API No. 21-133-36186-0000 /

24" CONDUCTOR DRIVEN TO 58'

GlL @ 1191 17-1/2" Hole
KB @ 1215 SURFACE CASING
WELL COMPLETION DATE: 2/8/83 i i (852 13-3/8" 488/t 7
PLUGGING COMPLETION DATE: | g = SET @ 852' KB "
CMT w/575 8X 50/50 POZ + 200 SX CLASS A wi3% CaCl TO SURFACE
Y
- 12-1/4" Hole
INTERMEDIATE CASING

9-5/8"; 40#ft.
SET @ 5530' KB "V
CMT /1295 SX 50/50 POZ + 250 SX CLASS A w/18% SALT TO SURFACE

ZFoo ay 7
LAST PRODUCING @ 248 MCFD OF GASIDAY
: £-1/2" Hole
BURNT BLUFF PERFS
wBO77-8080", 80861808}1’_, 8099'-8105"
8115-8117" L L
Y
PROD. CASING =

5-1/2"; 17#ft. v 25
SET@ 8308 KB '~ ;
CMT w/800 SX 50/50 POZ 6% GEL, 18% SALT + 300 SX CLASS H [~

TD @ 8309 KB 1=
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